The effects of rice straw ash (RSA) and microsilica (MS) on durability properties (water absorption and chloride ion penetration) of M40 grade Pavement Quality Concrete (PQC) were studied. Ten concrete samples were prepared by partially substituting cement with RSA and MS in various proportions. A significant reduction was observed in the water absorption and chloride ion penetration in concrete samples with an increase in the curing age as well as with an increase in the proportion of MS and RSA. The maximum reduction in water absorption and chloride ion penetration was observed in R2M3 (10% RSA and 7.5% MS) as compared to control concrete (R0). The analytical relationships were developed between the above-mentioned parameters and curing age of concrete. A linear equation was established between the initial and secondary rate of water absorption of concrete and also between the chloride ion penetration of concrete at 10-20 mm and 25-35 mm depth. Both these equations were applicable to all the concrete samples of this study. Predictive charts were generated between the above-mentioned parameters and days of curing in water.
Introduction
The cement industries have caused severe damage to the environment. They are one of the primary sources of CO 2 emission into the atmosphere and account for nearly 5% of the global emission [1] . Various studies have confirmed that mineral admixtures can be used to replace cement in concrete partially. Mineral admixtures improve the mechanical as well as durable properties of the concrete. Microsilica has been the leading mineral admixture used in high strength concrete [2, 3, 4] .
Rice straw is one of the major by-products of agriculture. The rice straw production in Asia per year is approximately 95% of the total production in the entire world [5] . In India, rice straw is the leading agro-residue produced [6] . The RSA (ash produced when the rice straw is burnt) can be reused as a pozzolanic supplementary material in cement due to its high silica (SiO 2 ) content [7, 8, 9, 10, 11, 12] .
The durability properties of the concrete mainly depend on its curing age among the other factors. Porosity and chloride ion penetration of concrete decreases with increase in the curing age [13] . It is due to an increase in the amount of C-S-H gel, which ties together the cement particles into a firm entity [14] . The addition of mineral admixtures improves the durability properties of concrete because of the finer size of their particles as compared to the cement particles. The space left after the process of hydration is filled by the finer particles leading to the densification of the microstructure. This densification also improves the Interfacial Transition Zone (ITZ) [15] . The formation of extra C-S-H gel as a result of the reaction between calcium hydroxide (from hydration reaction) and silica (from the mineral admixtures) also enhances durability properties of concrete [16] . As the particle size of the RSA was found to be less than the size of cement particles, it may lead to improved durability properties of concrete [17] .
Few researchers in the past have observed the effects of RSA on the primary and mechanical properties of cement paste, mortar and concrete [8, 9, 10, 17, 18] . But the effect of RSA on the durability properties of concrete has not been addressed in the past. Therefore, the principal purpose of this study was to observe the effect of RSA (with or without MS) on durability properties of M40 grade PQC.
Materials and methods

Materials and mix design
The combination of Grade 43 OPC (Ordinary Portland Cement), RSA and MS constituted the binder content in the concrete. Grade 920D MS and rice straw were obtained from Elkem South Asia Pvt Ltd and agricultural farm of Banaras Hindu University, India respectively. MS was used in concrete as was supplied while production of RSA from the burning of rice straw was as per the previous study by the authors [17] . The detailed investigation about the reactivity of RSA was also done in the past by the authors, which supported the use of RSA as a mineral admixture [7] . The specific surface area of the OPC, RSA and MS was 0.3, 1.846 and 16.14 m 2 /g respectively while the mean grain size of the same was 17, 3,3 and 0.6 μm respectively. The phase composition of cement, microsilica and rice straw ash as obtained in the previous work by the authors is shown in Table 1 for a better understanding of the results of the present investigation [17] . The high amount of SiO 2 in MS as well as in RSA justifies their usage as a mineral admixture.
The coarse aggregates (20 mm and 10 mm nominal size), as well as fine aggregates, were obtained from two different quarries in Sonebhadra, Uttar Pradesh, India. The water absorption and specific gravity of fine aggregates were 1.1% and 2.65 respectively. The crushing, as well as impact value of the coarse aggregates, were 10.6% and 9.5% respectively. 20 mm size coarse aggregates had the water absorption and the specific gravity of 0.6% and 2.78 respectively while the same for 10 mm size coarse aggregates were 0.75% and 2.72 respectively.
The final concrete mix design was as per IRC 44 and IS 10262 [19, 20] . As per the mix design of concrete, the quantities of materials used per m 3 of concrete were 755.91 kg of 20 mm size coarse aggregate, 493.06 kg of 10 mm size coarse aggregate, 663.87 kg of fine aggregate and 406 kg of total binder content. The water to binder ratio (w/b) was 0.39. As w/b ratio was fixed, the decrease in workability due to the incorporation of RSA and MS in concrete was compensated by the usage of sulphonated naphthalene polymer-based high range water reducer (HRWR). Conplast SP430 HRWR was procured from Fosroc Chemicals (India) Pvt Ltd. The dosage of HRWR in each concrete mix was decided by slump test of concrete as per ASTM C143 [21] . The amount of HRWR required to maintain the slump at 50 mm for each concrete mix is shown in Table 2 .
Based on the previous study by the authors [18] , only mix R2 (90% OPC, 10% RSA) was selected for investigating the effects of RSA on water absorption and chloride ion penetration in concrete. The mix proportions which were finalized for admixed concrete having a target cube compressive strength of 40 MPa at 28 days of curing are given in Table 2 .
Experimental methodology
The experiment to obtain air entrainment in fresh concrete was performed by pressure method as per ASTM C173 [22] . Fig. 1 shows the experimental setup of measuring air entrainment in fresh concrete.
All the samples of concrete were cast and left covered for 24 hours in the casting room. Following 24 hours of casting, the samples were removed from the mould and placed in the water curing tank as per ASTM C192 [23] . The samples were subjected to 3, 7, 28, 60, 90 and 365 days of curing until the time of testing. The curing water was restored after every 7 days. The temperature of curing water was maintained at 27 o AE 2 C. Three samples of concrete were cast for every mix designation after each day of curing, and the average of the three values after the respective curing age was reported for every test. For a saturated water absorption test, concrete cubes of size 15 cm were cast for every mix designation after each day of curing. It was measured as per ASTM C642 [24] .
For the rate of water absorption test and coefficient of water absorption test, concrete cylinders (10 cm dia. & 20 cm height) were cast for every mix designation, and the test was performed as per ASTM C1585 [25] . After curing, the specimens were dried in an oven at 50 C for 3 days. They were then sealed in a chamber at 23 C for 15 days. After 15 days, the side and top surface of the concrete cylinders were covered with a polythene sheet. The polythene sheet was tightened in place by a flexible cord and water-proof duct tape. The bottom surface of the cylinders was left uncovered to permit the movement of water in one direction only. The initial mass of the prepared sample was taken. They . According to ASTM C1585 [25] , the slope of the line best fit to 'I' plotted against the square root of time 1, 5, 10, 20, 30 and 60 minutes was taken as the initial rate of water absorption and against the square root of time 1, 2, 3, 4, 5, 6 and 7 days was taken as the secondary rate of water absorption.
The chloride ion penetration test of concrete slabs (300 mm 2 & 75 mm thickness) of every mix was conducted as per ASTM C1543 [26] . The sides of the slab were covered with closed-cell polystyrene foam, and the bottom surface was left uncovered for proper circulation of air. The polystyrene foam was held together by water-proof duct tape. A rapid-setting epoxy adhered to the vertical surface of polystyrene foam and the horizontal surface of the slab for water-proofing. The ponding solution (3% reagent grade NaCl by weight in water) was maintained up to 2 cm, as shown in Fig. 3 . The top surface was capped with a glass film to avoid excessive dissipation of water through evaporation from the ponding solution. After 90 days of ponding, the NaCl solution was removed, and the surface of the slab was left to dry. The salt crystals formed on the surface of the slab were removed using the wire scrub. The powdered samples were procured from the depths of 10-20 mm and 25-35 mm from the top surface of the concrete slab, as shown in Fig. 4 , and the chloride ion percentage was obtained as per ASTM C1152 [27] .
Results and discussions
Material properties
RSA and MS particles were 5 and 28 times finer than the OPC particles, respectively. Due to the incorporation of fine particles of RSA and MS into concrete, better resistance of concrete to water absorption and chloride ion penetration could be expected. Rice straw ash fulfils the criteria of ASTM C618-78 [28] for class F pozzolan. The absence of calcium oxide (CaO) and the presence of SiO 2 signify the importance of MS and RSA as pozzolans.
Since rice straw ash contains a high amount of SiO 2 (79.82%), it could be used as a source of silica in glass production [29] . β-wollastonite could also be produced from rice straw ash by the process of autoclaving and sintering due to the presence of a high amount of silica [30] . Addition of wollastonite improves the properties of concrete significantly [3, 31] . It was found in the literature that Si (Silicon), Mg (Magnesium), K (Potassium) and Ca (Calcium) are the main elements of sunflower husk ash due to which it is used as a raw material in the production of ceramic products [32] . Since the amount of Si, Mg, K and Ca in rice straw ash were similar to the sunflower husk ash; rice straw ash could also be used as a precursor in ceramic industries. Rice straw ash also contains elements of K and Ca; therefore, it could also be used as a crude fertilizer to improve the properties of agricultural soil [33] .
According to the literature, if the amount of magnesium oxide (MgO) in the cementitious material is more than 5%, the chances of cracking in concrete are higher [34] . The formation of magnesium hydroxide (Mg(OH) 2 ) due to the hydration of MgO increases the volume of the hardened and stable concrete matrix [35, 36] . This expansion in the volume of the concrete leads to the development of cracks. It could be one of the reasons for better performance of the microsilica admixed concrete as compared to rice straw ash admixed concrete as the MgO content in microsilica (1.29%) was less than the rice straw ash (7.54%).
Air entrainment of concrete
The air content in fresh concrete of every mix designation is shown in Table 3 . The constant air content in fresh concrete was observed when OPC was partially replaced by 15% of more RSA and MS. The least air content was found in the concrete of mix R2M3 (3.6%). The researchers in the past observed that the HRWR does not significantly affect the air content in the fresh concrete [37] . They concluded that the effect of w/b ratio on the air content is higher than the effect of amount and type of mineral admixtures in the fresh concrete. As the w/b ratio was kept constant in this study, it can be deduced that the decline in the air content of the fresh concrete was because of incorporation of RSA and MS. Based on the literature, the decline could be attributed to the fibre-reinforcing effect of the rice straw ash particles and filler as well as pozzolanic effect of the microsilica particles. Rigid pavements are subjected to freezing and thawing conditions in colder regions. They must be protected against freezing and thawing. Air entrainment is an essential segment of concrete mixtures exposed to freezing and thawing conditions [38] . When the maximum aggregate size of 20 mm is used in concrete, the air content of 3.5% in concrete under mild exposure is recommended [39] . As India is a tropical country, freezing and thawing do not pose a severe problem to rigid pavements except in few northern and north-eastern parts.
Saturated water absorption
The effect of long term curing on saturated water absorption of rice straw ash and microsilica admixed PQC can be seen in Table 4 and Fig. 5 . It is evident from the results that the saturated water absorption of concrete of every mix designation reduces with the increase in the curing age. It could be attributed to a decrease in volume of permeable voids, as found in another study as well [40] . The saturated water absorption of concrete with rice straw ash and microsilica was lower as compared to the control concrete (R0). The reduction in saturated water absorption of concrete of mix designation M1, M2, R2, and M3 w.r.t. R0 was highest at three days of curing in water (10.79%, 12.83%, 15.50%, and 20.64% respectively). While the reduction in saturated water absorption of concrete of mix designation R1M2, R1M3, M4, R2M2, and R2M3 w.r.t R0 was highest at 365 days of curing in water (28.57%, 31.20%, 36.45%, 38.55%, and 40.65% respectively). The reduction in saturated water absorption of concrete was highest for mix designation R2M3 at all the days of curing in water. The rate of reduction in the saturated water absorption of MS admixed concrete was higher as compared to the RSA admixed concrete. It was because of the higher fineness and pozzolanic activity of the MS particles as compared to RSA particles. As particles of microsilica and rice straw ash were finer than the OPC particles; it led to the reorientation of the structure of concrete, thus resulting in the dense packing of the mix. Comparable discoveries were reported for concrete with fly ash and sugarcane bagasse ash [4] . The reduction in the saturated water absorption of the rice straw ash and microsilica admixed concrete was also because of the filler effect of RSA and MS particles. The addition of mineral admixtures optimizes the microstructure of the interfacial transition zone (ITZ) [40] .
The power equations between curing age ('x' in days) and saturated water absorption ('y' in %) were developed by regression analysis with high correlation factor (R 2 ) as shown in Table 5 . Table 6 , Fig. 6 and Table 7 , Fig. 7 show the initial and secondary rate of water absorption, respectively, of concrete of every mix designation. The reduction in the initial and secondary rate of water absorption of all the concrete specimens was observed with the increase in the curing age. After 28 days of curing, it can be seen that the initial rate of water absorption of concrete was higher for mix designation R0, M1, M2, R2, M3, and R1M2 as compared to mix designation R1M3, M4, R2M2, and R2M3. The change in the initial rate of water absorption of concrete was insignificant after 28 days of curing. It implies that the curing age (greater than 28 days) does not affect the initial rate of water absorption of admixed concrete. Thus it can be said that the 28 days curing age is crucial for PQC with RSA and MS. The initial rate of water absorption of concrete was lowest for mix designation R2M3 closely followed by mix designation R2M2. The percentage decrease in the initial rate of water absorption of concrete for mix designation R2M3 as compared to R0 was 58.24%, 50.89%, 30.68%, 37.30%, 34.44%, and 39.88% at 3, 7, 28, 60, 90 and 365 days of curing in water respectively.
Rate of water absorption
The secondary rate of water absorption of concrete for mix designation R0, M1, M2, R2, and M3 decreased significantly until 28 days of curing and was found to be nearly constant thereafter. However, for concrete of mix designation R1M2, R1M3, M4, R2M2, and R2M3, the secondary rate of water absorption was almost constant after seven days of curing. The secondary rate of water absorption of concrete was lowest for mix designation R2M3 closely followed by mix designation R2M2. The percentage decrease in the secondary rate of water absorption of concrete for mix designation R2M3 as compared to R0 was 65.47%, 61.37%, 37.96%, 43.90%, 39.54%, and 44.47% at 3, 7, 28, 60, 90 and 365 days of curing in water respectively.
Interfacial transition zone (ITZ) which surrounds the aggregates has a higher water-cement ratio and fewer amounts of suspended cement particles as compared to the cement paste matrix. It results in higher porosity of the concrete without mineral admixtures. As the addition of MS and RSA improves the cementitious paste system around the aggregates, it led to a reduction in the w/b in ITZ. The filler and the pozzolanic effect of rice straw ash and microsilica reduces the preferred arrangement of C-S-H crystals [31] . That is why the rate of water absorption was lower for concrete with microsilica and rice straw as compared to control concrete. The percentage reduction in the initial rate of water absorption of concrete with an increase in the curing age was much higher as compared to the secondary rate of water absorption [41] . A similar study observed that the addition of mineral admixtures reduces the rate of water absorption of concrete as compared to the control concrete because of the densification of the cement paste [42] . But the addition of mineral admixtures also increases the chances of drying shrinkage because admixed concrete has little or no Ca(OH) 2 as most of it takes part in the formation of extra CSH gel. In the absence of Ca(OH) 2, C-S-H gel collapses due to the removal of water from the pore system leading to drying shrinkage of the admixed concrete. Therefore precautions should be taken while finalizing the proportion of mineral admixtures in the concrete. The power equations between curing age ('x' in days) and the rate of water absorption ('y' in 10 À6 m/s with very high correlation factor (R 2 ) as shown in Table 11 .
Coefficient of water absorption
The coefficient of water absorption of admixed concrete after 3, 7, 28, 60, 90 and 365 days of curing is given in Table 12 and shown in Fig. 8 . The results were similar to that of the rate of water absorption test and the saturated water absorption test. The rate of change in the coefficient of water absorption of concrete for every mix designation was higher in the early days of curing in water (until 28 days). Thereafter, at later days of curing, the rate of change in the coefficient of water absorption nearly becomes constant. Thus it can be deduced that the later days of curing did not affect the coefficient of water absorption of admixed concrete as much as the early days of curing did. There was a significant reduction in the coefficient of water absorption of concrete of every mix designation as compared to concrete mix R0. The coefficient of water absorption of concrete was lowest for mix designation R2M3. The percentage decrease in the coefficient of water absorption of concrete for mix designation R2M3 as compared to R0 was 74%, 78%, 87%, 89%, 87% and 89% at 3, 7, 28, 60, 90 and 365 days of curing respectively. While the same for the mix designation M1 was 6%, 0%, 32%, 32%, 20% and 22% at 3, 7, 28, 60, 90 and 365 days of curing respectively. It confirms that the addition of MS and RSA reduces the coefficient of water absorption of concrete significantly because their addition leads to the densification of the concrete matrix and improvement in the ITZ.
The power equations between the coefficient of water absorption ('y' in 10 À10 m 2 /s) and days of curing in water ('x') were developed by regression analysis with high correlation factor (R 2 ) as shown in Table 13 .
Chloride ion penetration
The chloride ion percentages at a depth of 10-20 mm and 25-35 mm for every mix designation are given in Table 14 , Fig. 9 and Table 15 , Fig. 10 respectively. The chloride percentage in concrete decreases with an increase in days of curing. The chloride percentage was higher at a depth of 10-20 mm as compared to the depth of 25-35 mm in concrete specimens at each day of curing. At 10-20 mm depth, the decrease in chloride percentage up to 28 days of curing was higher as compared to the decrease in chloride percentage beyond 28 days of curing. At 10-20 mm depth, the reduction in chloride percentage at 28 days of curing w.r.t. 7 days of curing of mix designation R0, M1, M2, R2, M3, R1M2, R1M3, M4, R2M2 and R2M3 was 48%, 47%, 46%, 45%, 48%, 47%, 44%, 45%, 35% and 23% respectively. Subsequently, the reduction in chloride percentage at 60 days of curing w.r.t. 28 days of curing was 2%, 2%, 13%, 12%, 6%, 3%, 3%, 1%, 8% and 11% respectively. Therefore it can be said that the chloride percentage at 10-20 mm depth was not affected by the curing age beyond 28 days and remained nearly constant after 28 days of curing. At 10-20 mm depth, the chloride ion percentage in the concrete of mix designation R2M3 was lowest at all the days of curing. At 10-20 mm depth, the chloride percentage in R2M3 w.r.t the control mix R0 was 36.87%, 60.73%, 42.06%, 47.53%, 67.15% and 78.94% after 3, 7, 28, 60, 90 and 365 days of curing in water respectively.
The result of chloride ion percentage at 25-35 mm depth was similar Table 9 Mathematical relation between the secondary rate of water absorption and curing age. Table 10 Mathematical relation between the secondary and initial rate of water absorption. Table 11 Mathematical relation between the secondary and initial rate of water absorption for all the mix. to the chloride ion percentage at 10-20 mm depth. At 25-35 mm depth, the decrease in chloride percentage up to 28 days of curing was higher as compared to the decrease in chloride percentage beyond 28 days of curing. At 25-35 mm depth, the reduction in chloride percentage at 28 days of curing w.r.t. 7 days of curing of mix designation R0, M1, M2, R2, M3, R1M2, R1M3, M4, R2M2 and R2M3 was 47%, 46%, 45%, 43%, 47%, 46%, 45%, 43%, 24% and 23% respectively. Subsequently, the decrease in chloride percentage at 60 days of curing w.r.t. 28 days of curing was 4%, 13%, 12%, 14%, 2%, 3%, 1%, 6%, 7% and 11% respectively. Therefore, it can be said that the chloride percentage at 25-35 mm depth was not affected by the curing age beyond 28 days and remained nearly constant after 28 days of curing. Concrete mix R2M3 had the least percentage of chloride ion at 25-35 mm depth. At 25-35 mm depth, the chloride percentage in R2M3 w.r.t. control mix R0 was 39.38%, 62.29%, 45.81%, 47.65%, 66.93% and 75.08% after 3, 7, 28, 60, 90 and 365 days of curing in water respectively. The higher resistance to the penetration of chloride ions into the admixed concrete was due to the densification of its pore structure by the fine particles of RSA and MS [13] . As per the literature, the higher resistance could also be due to the improved interfacial transition zone (ITZ) around the aggregates [43] . As the microsilica and rice straw ash particles were finer than the OPC particles, they filled up the micro and macro pores of the concrete completely [44] . Microsilica and rice straw ash fill the voids of the hydrated cement paste, thereby decreasing the permeability of concrete [31] . Thus, it can be concluded that the microsilica and rice straw ash increases the resistance of the concrete to chloride ion penetration.
The power equations between the chloride percentage at both depths ('y') and days of curing ('x') were developed by regression analysis with high correlation factor (R 2 ) as shown in Tables 16 and 17 . The linear equations between the percentage of chloride ion at 25-35 mm depth ('y') and at 10-20 mm depth ('x') were developed by regression analysis for every mix designation with high correlation factor (R 2 ) as shown in Table 18 .
One common linear equation between the percentage of chloride ion at 25-35 mm depth ('y') and at 10-20 mm depth ('x') was developed for all the mix as shown in Table 19 .
Predictive graphs
The regression equations between the age of curing and saturated water absorption (Table 5) , the rate of water absorption (Tables 8 and 9 ), (Table 13 ) and chloride ion penetration (Tables 16 and 17) were generated using the experimental readings. Based on the equations developed, the saturated water absorption, the initial and secondary rate of water absorption, the coefficient of water absorption and chloride ion penetration at depth 10-20 mm and 25-35 mm were again predicted from the days of curing. The predictive graphs were then plotted between the predicted parameters and days of water curing, as can be seen in Fig. 11 .
Conclusion
It is a well-known fact that microsilica imparts significant improvement to various properties of the concrete by densifying the matrix [2, 4, 31, 45] . However, microsilica is a costly material. Thus a material was needed, which is economical as well as which imparts improvement in the durability properties of the concrete. It was found in the previous study that rice straw had both the features [7] . Following conclusions can be drawn from tests done in this investigation:
RSA and MS particles were 5 and 28 times finer than the OPC particles, respectively. If w/b ratio is kept constant, the amount of microsilica and rice straw ash in the concrete significantly affects the air content of the fresh concrete. When 15% or more cement was replaced by microsilica and rice straw ash, the air content of the fresh concrete became constant. The addition of microsilica and rice straw ash decreases the saturated water absorption of admixed concrete. Concrete of mix designation R2M3 had the lowest saturated water absorption amongst all the concrete mix. The saturated water absorption was lower for MS admixed concrete as compared to the RSA admixed concrete. The initial rate of water absorption of concrete for every mix designation was constant when subjected to more than 28 days of curing. The secondary rate of water absorption of concrete for the mix designation R1M2, R1M3, M4, R2M2, and R2M3 was constant when subjected to water curing beyond 28 days. While for the mix designation R0, M1, M2, R2, and M3, the secondary rate of water absorption was constant when subjected to water curing beyond 7 days. The lowest rate of water absorption in concrete was observed for mix designation R2M3. A common linear equation between initial (x) and secondary (y) rate of water absorption in admixed concrete was developed (y ¼ 0.0892x -0.02, R 2 ¼ 0.8791).
A significant decrease in the coefficient of water absorption in the concrete of every mix designation was observed when compared with the control concrete R0. The highest and lowest coefficient of water absorption in concrete w.r.t. control concrete R0 was observed for mix designation M1 and R2M3, respectively. The higher resistance of admixed concrete to water absorption as compared to control concrete confirms that the volume of pore space reduces with the admixing of MS and RSA.
With an increase in the curing age, there is a significant improvement in the defence mechanism of the admixed concrete to chloride ion penetration. The chloride percentage at 10-20 mm depth of concrete was more as compared to the 25-35 mm depth. For 10-20 mm and 25-35 mm depth, the chloride percentage in the concrete of every mix designation was constant when subjected to curing beyond 28 days. A common linear equation between chloride percentage at 10-20 mm depth (x in %) and 25-35 mm depth (y in %) was developed (y ¼ 0.976x -0.0137, R 2 ¼ 0.9928).
Various equations were developed based on experimental values between various parameters studied. These equations may help in anticipating one parameter from another without gathering the information. The only drawback was that they would work only for RSA and MS admixed concrete at w/b ¼ 0.39. The proposed equations, whether applicable to admixing of different materials in concrete with different w/b ratio is a matter of future research.
Predictive graphs were generated using the equations shown in Tables 5, 8, 9, 13, 16, and 17 for predicting water absorption and chloride percentage from the age of curing. Although predicting future results are necessarily questionable, so exact data about what's to come is much of the time incomprehensible. But the forecast can be helpful in making arrangements about conceivable developments. By findings from this study, mix R2M3 is recommended for admixed concrete because of its higher resistance to water absorption and chloride ion penetration as compared to the other mixes.
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